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§ 1926.1102 Coal tar pitch volatiles; in-
terpretation of term. 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1002 of this 
chapter. 

[61 FR 31433, June 20, 1996] 

§ 1926.1103 13 carcinogens (4- 
Nitrobiphenyl, etc.). 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1003 of this 
chapter. 

[61 FR 31433, June 20, 1996] 

§ 1926.1104 alpha-Naphthylamine. 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1003 of this 
chapter. 

[61 FR 31433, June 20, 1996] 

§ 1926.1105 [Reserved] 

§ 1926.1106 Methyl chloromethyl ether. 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1003 of this 
chapter. 

[61 FR 31433, June 20, 1996] 

§ 1926.1107 3,3′-Dichlorobenzidiene 
(and its salts). 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1003 of this 
chapter. 

[61 FR 31433, June 20, 1996] 

§ 1926.1108 bis-Chloromethyl ether. 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1003 of this 
chapter. 

[61 FR 31433, June 20, 1996] 

§ 1926.1109 beta-Naphthylamine. 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1003 of this 
chapter. 

[61 FR 31433, June 20, 1996] 
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